Copyright is owned by the Author of the thesis. Permission is given for a copy to be downloaded by an individual for the purpose of research and private study only. The thesis may not be reproduced elsewhere without the permission of the Author.
The Design and Construction of an Anthropomorphic Humanoid Service Robot

A thesis presented in partial fulfilment of the requirements for the degree of

Master of Engineering
in
Mechatronics

at
Massey University,
Palmerston North, New Zealand

Peter William Edward Barlow
2011
1 Abstract

This thesis presents the research, mechanical design and construction of the lower half of a biped robot. In the long run this work will be developed further to build a service robot to perform repetitive (and often dangerous) tasks and to help disabled people to carry out everyday tasks.

The aim of this research project is to develop a humanoid with the agility of a ‘high end’ robot but on a very low budget in comparison. In order to achieve this, several unique mechanical attributes have been proposed and implemented such as dual push rod actuated joint articulation. This technique produces a larger joint torque and reduces leg inertia allowing for the implementation of WCK serial controlled servo modules for actuation. To further increase human-like similarities a toe joint is implemented. This gives the humanoid the ability to stride more elegantly, increase speed control, and reduce energy used for each step.

All the parts of this robot have been manufactured from scratch and most have been CNC machined. Solidworks is used as a 3D modelling package to produce a simulated version of the humanoid to determine dimensions and dynamics before construction takes place. SolidCAM is a computer aided machining package which was used to specify machining paths to produce G-Code. An additional 4th axis was added to the CNC machine solely for the purpose of this project as many parts were too intricate and complex for the standard 3 axis machine.

A biped humanoid requires several types of sensors for balancing. High accuracy and resolution is of paramount importance for the successful control of the humanoid. Various force sensors are reviewed and their advantages and disadvantages are discussed. Gyroscopes and attitude heading reference systems (AHRS) are investigated and tests are performed on all units to obtain operational characteristics and accuracy.

Visual Basic.net has been used for developing software for controlling and monitoring all sensors and actuator modules. Essentially a humanoid platform has been developed with appropriate software allowing for the next stage of development, the development of the gait control algorithms.
2 Acknowledgments

I would like to acknowledge and express my gratitude to several individuals who provided generous amounts of support and cooperation during this project. Thank you to my supervisor, Gourab Sen Gupta who provided a vast range of knowledge and support regarding control systems and sensors implemented in this project, also his support regarding conferences and article publication. Thank you to Clive Bardell for his precise and extremely fast production of parts, Greig McLeay for his extensive knowledge and help with designing and producing a number of the parts and also for teaching me how to use the CNC machine. Lastly I would like to thank a fellow student, Sanjay David, for his help in research, implementation and testing of various sensors in this project.
Contents

1 Abstract ................................................................................................................................. ii

2 Acknowledgments ................................................................................................................... iii

List of Figures ............................................................................................................................ ix

List of Tables .............................................................................................................................. xii

1. Introduction ......................................................................................................................... 1
   1.1. Research aim .................................................................................................................... 1
   1.2. Research objectives ....................................................................................................... 2
   1.3. Research outcomes ....................................................................................................... 2
   1.4. Chapter Overview ....................................................................................................... 3

2. Literature review .................................................................................................................. 6
   2.1. Current humanoids ........................................................................................................ 7
      2.1.1. ASIMO ................................................................................................................... 7
      2.1.2. Robobuilder .......................................................................................................... 8
      2.1.3. Robotis Bioloid .................................................................................................... 9
   2.2. Number of DOF ............................................................................................................. 10
   2.3. Influence analysis on the implementation of a toe joint ................................................. 13
   2.4. Influence analysis on the implementation of a knee cap .............................................. 14
   2.5. Pelvic Pivot and Twist ................................................................................................. 15
   2.6. Methods of actuation ................................................................................................. 16
      2.6.1. Hydraulically actuated .......................................................................................... 16
      2.6.2. Pneumatically actuated ......................................................................................... 17
      2.6.3. Passive ................................................................................................................ 17
      2.6.4. Electric ................................................................................................................. 19
   2.7. Positioning of actuators ............................................................................................... 19
      2.7.1. Pros and cons of various positions ........................................................................ 20
   2.8. Forms of sensing pressure on foot ............................................................................. 20
      2.8.1. Matrix ............................................................................................................... 20
4.7 Finite Element Analysis (FEA)................................................................................................  51
4.8 Weight Properties............................................................................................................. 54
4.9 Computer Aided Machining .......................................................................................... 55
4.10 Discussion and conclusions .......................................................................................... 58
5 Electronic System ............................................................................................................. 59
  5.1 Actuators .................................................................................................................... 61
    5.1.1 Servo-actuator ...................................................................................................... 61
  5.2 Sensors ...................................................................................................................... 80
    5.2.1 Attitude Heading Reference System ...................................................................... 80
    5.2.2 Inclinometer ........................................................................................................ 84
    5.2.3 Foot Pressure Sensor ............................................................................................. 87
  5.3 Controller ................................................................................................................... 98
    5.3.1 RB 110 Micro Computer ..................................................................................... 98
  5.4 Discussion and conclusions .......................................................................................... 99
6 Software ..................................................................................................................... 103
  6.1 Graphical User Interface (GUI) .................................................................................. 103
  6.2 Serial Servo Module ................................................................................................ 104
    6.2.1 Serial Port ............................................................................................................. 104
    6.2.2 High Resolution Positioning ................................................................................ 104
    6.2.3 Speed and Acceleration ....................................................................................... 105
    6.2.4 Joint Positioning ................................................................................................... 106
  6.3 X3M Inclinometer ..................................................................................................... 107
    6.3.1 Angle value acquisition ....................................................................................... 108
  6.4 Pressure Sensor ......................................................................................................... 109
    6.4.1 Pressure value acquisition ................................................................................... 109
Please refer to appendix A for entire visual basic code ....................................................... 109
  6.5 Discussion and conclusions ....................................................................................... 110
# Table of Contents

7  Inverse Kinematics ...................................................................................................................... 111

7.1  6 Degrees of Freedom (IK) .................................................................................................. 111

7.1.1  Denavit Hartenberg Convention ................................................................................. 113

7.1.2  Inverse Jacobian Method ............................................................................................ 121

7.2  A 3-dimensional trigonometric approach ........................................................................... 122

7.3  Discussion and conclusions ................................................................................................. 125

8  Conclusions and Future work ................................................................................................. 126

8.1  Future work .................................................................................................................. ........ 129

9  References ................................................................................................................... ............... 130

Glossary ............................................................................................................................................... 136

Appendices .......................................................................................................................................... 138

9.1  Appendix A ................................................................................................................... ....... 139

9.1.1  Software: .................................................................................................................... . 139

9.2  Appendix B ................................................................................................................... ....... 150

9.2.1  Machine code for the Pelvis: ....................................................................................... 150

9.3  Appendix C ................................................................................................................... ....... 156

9.3.1  Images of completed humanoid; MURPH: ................................................................. 157

9.4  Appendix D ................................................................................................................... ....... 161
List of Figures

Figure 2-1: ASIMO prototype timeline. (www.world.honda.com/ASIMO/history) ................................. 8
Figure 2-2: RoboBuilder humanoid (www.robobuilder.net/eng/) ......................................................... 9
Figure 2-3: Robotis Bioloid in Kung-Fu stance (www.robotis.com/xen/bioloid_en) .............................. 10
Figure 2-4: Stability margin showing centre of gravity shift. [32] P-298 .............................................. 11
Figure 2-5: The effect the addition of a knee has on stride characteristics. [32] P-299 ...................... 12
Figure 2-6: The effect the addition of a toe has on stride characteristics. [32] P-300 ...................... 13
Figure 2-7: Influence analysis of knee cap. [28] P-66 ........................................................................... 15
Figure 2-8: Hydraulic actuated humanoid legs. [44] P-15 ................................................................. 16
Figure 2-9: Hydraulic actuated humanoid legs showing control system on left. [44] P-17 .................. 17
Figure 2-10: Passive walking robot. [26] P-2 ......................................................................................... 18
Figure 2-11: Interdigitated conductive matrix array. [11] P-2 ............................................................. 21
Figure 2-12: Result of force applied to a concentrated area of the matrix sensor. [11] P-4 .............. 21
Figure 2-13: ATI MINI40 miniature 6 axis load cell. (www.bl-autotec.co.jp/FA/01_02ati/mini40.html) .............................................................................................................................................................. 23
Figure 2-14: DAQ system layout for ATI transducers (www.bl-autotec.co.jp/FA/01_02ati/daq_system_layout.html) ......................................................................................................................................................... 24
Figure 2-15: Center of Pressure resulting corner forces. [27] P-6 ........................................................ 26
Figure 2-16: Kudohs explanation of localising forces in the ZMP. [27] P-7 .......................................... 26
Figure 2-17: Depicting Biped Walking to a rolling Polygon ............................................................... 29
Figure 3-1: Leonardo Da Vincis 'Flower of Life' representing the dimensions of a human being (www.astoriabrown.com/sacred-geometry.html) ........................................................................ 31
Figure 3-2: Schematic representation of DOF ...................................................................................... 33
Figure 3-3: CAD designs of concept 1 & 2 using DC motors and harmonic drives ......................... 34
Figure 3-4: CAD designs of concept 4 & 5 respectively ................................................................. 35
Figure 3-5: CAD designs of concept 6 & 7 respectively ................................................................. 36
Figure 3-6: Demonstrating inertia reduction between classical design and proposed design............ 37
Figure 4-1: Effect pivot placement has on pelvis trajectory ................................................................. 41
Figure 4-2: CAD design demonstrating roll and pitch of pelvis area ................................................ 42
Figure 4-3: Completed pelvis area of actual humanoid ...................................................................... 43
Figure 4-4: CAD design of Pelvis next to the actual CNC'd part ........................................................ 43
Figure 4-5: CAD design demonstrating roll, pitch and yaw of hip area ............................................. 44
Figure 4-6: Completed CNC'd hip area of the actual CNC'd part ..................................................... 45
Figure 4-7: CAD design of hip component next to completed CNC'd part ......................................... 45
Figure 4-8: CAD design of knee joint next to completed knee joint of the humanoid robot ............. 46
Figure 4-9: Knee component used to house servo modules for ankle actuation ................................ 47
Figure 4-10: Articulation of the single splitting toe ........................................................................... 48
Figure 4-11: CAD design demonstrating pitch and roll of ankle area .............................................. 49
Figure 4-12: Completed foot and ankle area of humanoid robot ...................................................... 49
Figure 4-13: CAD design and actual machined part of lower ankle pitch joint ................................. 50
Figure 4-14: Carbon fibre leg joint with aluminium retaining rings ................................................ 51
Figure 4-15: FEA test of pelvis part showing higher stress in the red area ......................................... 52
Figure 4-16: FEA test of hip pitch joint showing a very equal force distribution ............................ 53
Figure 4-17: FEA test of hip roll joint showing high stress areas in red .......................................... 53
Figure 4-18: Computer Aided Machining (CAM) operations and tool paths ........................................ 56
Figure 4-19: 3D representation of the machining path in CAM software ........................................... 56
Figure 4-20: Completed lower half of the humanoid robot MURPH .................................................... 58
Figure 4-1: Pin representation of WCK module. [42] P-21 ................................................................... 63
Figure 4-2: WCK module protocol representation ................................................................................ 63
Figure 4-3: WCK module to PC protocol though additional 232 board .............................................. 64
Figure 4-4: MAX232 schematic diagram ............................................................................................... 64
Figure 4-5: WCK module operation angles. [42] P-41 ........................................................................... 65
Figure 4-6: Module characteristics with P gain. [42] P-29 .................................................................... 69
Figure 4-7: Module characteristics with P D gain. [42] P-29 ................................................................. 70
Figure 4-8: Module characteristics with PID gain. [42] P-30 ................................................................. 70
Figure 4-9: Jig for physical torque test at full crouch ............................................................................ 77
Figure 4-10: Jig for physical torque test at full extension ...................................................................... 78
Figure 4-11: Graph of results from physical actuator torque test ........................................................ 79
Figure 4-12: Top and Bottom view of the CH 6dm AHRS (www.chrobotics.com) ................................ 80
Figure 4-13: AHRS user interface with a 3D representation of the orientation (www.chrobotics.com) .............................................................................................................................................................. 81
Figure 4-14: US Digital X3 MEMS Inclinometer (www.usdigital.com/products/inclinometer/absolute/x3m) ................................................................................................................................. 84
Figure 4-15: Dynamic drift testing of X3M MEMS inclinometer ............................................................ 86
Figure 4-16: Construction of FSR pressure sensor. [30] ........................................................................ 88
Figure 4-17: FSR carbon based ink under a microscope. [31] ............................................................... 89
Figure 4-18: Half duplex UART circuit found within the Bioloid controller (www.robosavvy.com)....... 90
Figure 4-19: Test rig for FSR pressure sensing ...................................................................................... 92
Figure 4-20: Results from FSR force testing ........................................................................................ 92
Figure 4-21: Block diagram of pressure sensor layout ........................................................................ 94
Figure 4-22: Visual basic GUI for force sensing resistors ..................................................................... 97
Figure 4-23: Base of humanoid feet showing pressure sensor positioning .......................................... 97
Figure 4-24: RB110 x86 Operating system based controller board (www.roboard.com) ................. 98
Figure 5-1: Visual basic GUI for humanoid control and monitoring ................................................... 103
Figure 6-2: High resolution positioning software layout ........................................................................ 105
Figure 6-3: Speed and acceleration software layout .......................................................................... 106
Figure 5-4: Block diagram of software layout for module actuation .................................................. 107
Figure 6-4: X3M Inclinometer software layout ................................................................................... 108
Figure 6-5: Pressure value software layout ........................................................................................ 109
Figure 6-1: 3DOF manipulator ............................................................................................................ 112
Figure 7-2: Schematic representation of the 6DOF humanoid leg ......................................................... 112
Figure 6-3: Schematic representation of hip joint ............................................................................... 114
Figure 6-4: Schematic representation of hip to knee area .................................................................. 116
Figure 6-5: Schematic representation of knee to ankle area ............................................................... 117
Figure 6-6: Schematic representation of foot area ............................................................................. 118
Figure 6-7: Trigonometric representation of humanoid leg from sagittal plane ............................... 123
List of Tables

Table 2-1: Sensing ranges of the Mini series transducer ................................................................. 23
Table 3-1: Human being and determined Humanoid dimensions ....................................................... 32
Table 4-1: Mass properties of individual components used in inertia calculations ....................... 54
Table 4-1: WCK1111 module specifications .................................................................................... 62
Table 4-2: WCK module operation angle characteristics ................................................................. 66
Table 4-3: WCK module transmission speeds .................................................................................. 76
Table 4-4: Results of maximum lifting weight at various voltages .................................................. 79
Table 4-5: Drift testing results from static test .................................................................................. 87
Table 4-6: Drift testing results from dynamic test .......................................................................... 87
Table 6-1: DH convention of the humanoid hip .............................................................................. 115
Table 6-2: DH convention of the humanoid knee .......................................................................... 116
Table 6-3: DH convention of the humanoid knee to ankle ............................................................. 117
Table 6-4: DH convention of the humanoid ankle ....................................................................... 118