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Abstract 
 

   The well-being and satisfaction of occupants in buildings are greatly affected by indoor 

environmental quality (IEQ). This research project is aimed at monitoring and comprehensively 

analysing the effect of IEQ on the occupants' perception, comfort, and satisfaction during their 

daily activities in their homes, with a specific focus on the winter season when indoor 

environments face unique challenges due to heating, ventilation, and insulation factors. 

The project has two main objectives: Firstly, it aims to analyse the subjective experiences and 

perceptions of individuals in their homes at different times of the day. It is achieved by 

collecting data on occupant activities, environmental conditions, and subjective feedback to 

understand how different IEQ factors affect occupant comfort and satisfaction. These factors 

include temperature, humidity, air quality, and illuminance. 

Secondly, the study intends to explore the importance of maintaining a 'good' IEQ in residential 

buildings for occupants' overall health and well-being. By examining the correlation between 

IEQ parameters and occupant well-being, the study provided insights into the optimal 

conditions required for occupants to feel comfortable and satisfied in their living spaces. This 

information can inform building design, renovation, and maintenance practices to create 

healthier and more conducive indoor environments. 

The research project employed quantitative and qualitative methods to achieve these 

objectives. Data was collected through surveys, interviews, and objective measurements of IEQ 

parameters using advanced sensors and monitoring systems. Statistical analysis techniques are 

applied to identify patterns, correlations, and potential influencing factors. 

The findings of this research project are expected to contribute significantly to the existing 

knowledge base on IEQ and its impact on occupant well-being and satisfaction. Building 

designers, managers, and policymakers can use the information and insights from this study to 

enhance IEQ standards and promote healthier living environments. Ultimately, the goal is to 

create indoor spaces that meet or exceed energy efficiency standards and prioritise the 

comfort, well-being, and satisfaction of those who occupy them. 
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In summary, this research project aims to provide valuable insights and recommendations for 

creating healthier, more comfortable, and sustainable living spaces by monitoring and 

analysing the effect of IEQ on occupant well-being and satisfaction during the winter season. 

This research project will analyse and show the differences between two refurbished buildings. 

Each building has been renovated according to the New Zealand Standard (MBIE, 2022) 

regarding Indoor Air Quality (IAQ) and energy use.  

Internal environmental monitoring takes the tangible evidence of how the external and 

internal environment with human behaviour acts on interior air quality, temperature, 

humidity, illuminance, and concentration of CO2, influencing occupants' perception, comfort, 

and well-being. Harvested data will be crucial to understanding the optimum performance in 

two rental setups with the occupants in a building at different times of the week (weekends) 

and the year (seasons). 
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Chapter 1  
Introduction 

 

 

1.1 Overview 

     New Zealand is a country that has had a tradition of building and renovating houses, with a 

significant number of refurbished and reconditioned old buildings. Rentals are increasing in 

New Zealand and represent 582,000 households (Stocktake of New Zealand's Housing, 2021). 

New Zealand's Building Code concerning housing has continuously developed due to climatic 

changes, human behaviours, and lifestyle (MBIE, 2019). 

  

This research project analyses and shows the differences between two refurbished buildings. 

Each building has been renovated according to the New Zealand Standard (MBIE, 2022) 

regarding heating, insulation, ventilation, and moisture ingress. All collected data from two 

adjacent buildings situated on the same property will show in real time how the buildings 

perform based on the influence and interaction of the occupants. 

  

Internal environmental monitoring: It is taking the tangible evidence of how the external and 

internal environment with human behaviour act on interior air quality, temperature, humidity, 

illuminance, and concentration of CO2, influencing occupants' perception, comfort, and well-

being. Harvested data will be crucial to understanding the optimum performance in two rental 

setups with the occupants in a building at different times of the week (weekends) and the year 

(seasons). 

 

1.2 Background 

BRANZ publications offer a wealth of insightful resources for those seeking a solid grasp of 

building construction and effective moisture management. These materials delve into the 

various sources of moisture and how excessive dampness can infiltrate walls, gaps, and other 

imperfections caused by subpar workmanship, insufficient insulation, external moisture, or 

thermal bridging. Additionally, selecting high-quality joinery for doors and windows is crucial 

in New Zealand to prevent drafts and heat loss, as is required by the new H1 standard (Build 

Magazine187, 2022). Nevertheless, while internal moisture is a concern, it is not the sole factor 
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to consider. We must consider how individuals utilise and occupy buildings to comprehend the 

issue truly. By closely monitoring and analysing such behaviours, we can strive towards creating 

more ideal living conditions for the contemporary" indoor generation" (Aspiredil, 2022). 

Indoor air quality (IAQ) significantly impacts the comfort and satisfaction of residents, as poor 

indoor quality affects the health of occupants. To improve indoor air quality, the ventilation 

rate is increased, which helps reduce the pollutants or germs in the indoor air. Another way of 

improving indoor air quality is by preventing or limiting the entrance of pollution within the 

building, which helps reduce the entrance of pollutants (Andargie & Azar, 2019). The quality of 

indoor air is affected by temperature, physical conditions, humidity, and chemical and 

biological pollution, which are the major causes of poor indoor air quality. The occupants' 

satisfaction and comfort are affected due to the irritation in their throat, headache, nose, and 

eyes (Abdulaali et al., 2020). 

The indoor environment is also associated with the building's thermal condition. Thermal 

condition is defined as the humidity, temperature, and airflow rate present within the building. 

It also refers to the things that transfer the heat or radiation. Poor or unsatisfactory thermal 

conditions affect the occupant's satisfaction level. It has been observed that if eighty per cent 

of occupants are satisfied with the thermal conditions of the buildings, then the thermal 

condition is satisfactory (El-Salamouny et al., 2019). 

 
1.3 Statement of Research Problem 

In New Zealand, building renovations can negatively affect indoor air quality, leading to 

discomfort and dissatisfaction among occupants. In comparison, extensive research has been 

conducted on the relationship between indoor air quality (IAQ) and health and well-being 

(Bluyssen, 2020; Megahed & Ghoneim, 2021; Altomonte et al., 2020). However, more 

information is needed on its impact on occupant satisfaction and comfort. This study examines 

the indoor air quality of two residential buildings and observes their occupants' satisfaction 

and comfort levels. Given the prevalence of building renovations in New Zealand, it is crucial 

to understand how neglecting essential factors such as air quality and thermal efficiency 

impacts occupant satisfaction and comfort. While previous studies have primarily focused on 

the impact on health and well-being, this research aims to observe and understand these 
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factors in two identified residential buildings. However, due to the limited number of 

occupants in these buildings, future research will require more participants to better 

understand IAQ and occupant satisfaction with their living conditions. 

In addition, New Zealand buildings are majorly responsible for greenhouse gas emissions due 

to their energy consumption. It has also been found that the negative impact of building energy 

conservation measures indoor air quality (IAQ), which is considered a rising concern 

(Domínguez-Amarillo et al., 2020). Additionally, occupants' lifestyles and indoor exposure are 

specific concerns as most of the time is spent indoors in residences. Hence, it is imperative to 

understand how energy-saving techniques influence indoor air quality and the health and 

comfort of the occupants. Fisk et al. (2020) have discussed the energy impact of retrofits from 

dwellings on indoor air quality, which is relatively limited. The enhanced thermal conditions 

and health indicators were also found after the installation of standard insulation in New 

Zealand. In addition, Ala-Kotila, Vainio, and Laamanen (2020) highlighted that the 

comprehensive energy in California retrofits combined systems with improved mechanical 

ventilation and air cleaners that result in enhanced indoor environmental conditions. Also, the 

positive effects of energy retrofit on indoor occupant satisfaction and environmental quality 

are demonstrated in residential buildings that are mechanically ventilated (Ortiz et al., 2020). 

Hence, with the higher exchange rates of air provided by mechanical ventilation, satisfaction 

with the buildings' indoor air quality was acquired in the study as reported. 

Energy-saving measures have started getting greater attention in New Zealand, but indoor air 

quality has yet to receive much attention or consideration in terms of satisfaction. Adopting 

standards for new buildings with a primary focus on energy conservation is feared to 

compromise indoor air quality. The WHO (World Health Organization) resolution on the health 

and environment has highlighted the policies to secure public health from significant 

environmental hazards that arise from housing and climate change. Consequently, Energy 

Performance of Building Directive (EPBD), have established the targets for reducing energy 

consumption. Existing and new residential buildings promote and target nearly zero-energy 

buildings and energy retrofits. 

To overcome the issues with energy efficiency and reduction of energy, the techniques for 

building renovation procedure result in both improved indoor comfort and climate for 
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1.6 Scope and Limitations 

This research study evaluates the effect of indoor environment quality (IEQ) on occupant well-

being and satisfaction in a specific context. The study examines a sample of residential 

buildings in Auckland, New Zealand, during the winter season. 

The research project considers various IEQ variables, including ventilation, insulation, heating, 

humidity, and lighting. By evaluating these variables, the study aims to provide comprehensive 

insights into the impact of IEQ on occupants' perception and comfort. 

Regarding building systems and design aspects, the research project covers natural and 

mechanical ventilation systems, insulation materials and techniques, heating systems, 

dehumidification systems, and lighting fixtures. 

While this research project strives to provide valuable insights, it is essential to acknowledge 

certain limitations that may have influenced the outcomes. These limitations include a 

relatively small sample size of the two examined residential buildings in which may limit the 

generalizability of the findings to other regions or building types. Additionally, external factors 

such as weather conditions and occupant behaviour can influence the measured IEQ variables 

and consequently impact the study's results.  

The duration of this study was limited due to the number of the occupants (by the tenants), 

and consented time to collect the data.  However, efforts were made to minimize these 

limitations and conduct a rigorous analysis to present meaningful conclusions. 

Overall, this research study contributes to understanding the relationship between IEQ and 

occupant well-being and provides practical recommendations for building constructors and 

occupants to enhance the indoor environment. 

 

1.7 Benefits Envisaged of the Research Findings 

The research study's discoveries would spur the development of better-ventilated buildings in 

New Zealand, featuring lower thermal conditions, insulation, and reduced humidity. 

Additionally, these findings are advantageous for builders and construction companies, 
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Old buildings have not only cultural value but also educational value. However, it is essential 

to note that prolonged refurbishment of these old buildings may result in health concerns for 

the occupants. A successful refurbishment of old buildings can significantly improve the overall 

health and well-being of the occupants. Several factors contribute to the successful 

refurbishment of old buildings, including refurbishment strategies, environmental 

performance of the buildings, and decision-making strategies. 

2.5 A Healthy Indoor Environment  

Some older buildings may require additional indoor environments due to outdated 

infrastructure, which can result in higher levels of microorganisms. The thermal conditions and 

indoor air quality of a building can also significantly impact the health of its occupants. Studies 

indicate that proper window operation is essential for maintaining a comfortable indoor 

environment, increasing ventilation, and reducing carbon dioxide levels. These actions can 

improve indoor air quality and energy efficiency. However, opening windows can also impact 

energy consumption by allowing outside air to enter and alter the temperature inside the 

building. It is essential to consider heating costs, often positively correlated with lower air 

quality. Improving air quality can come at the cost of decreased thermal comfort. 

Studies have shown that indoor mould can be responsible for causing health issues in 30 to 

50% of living spaces (Ortiz et al., 2020). There is a clear correlation between these adverse 

health conditions and the presence of mould, especially in children. The term "Bad Indoor 

Environment" refers to a range of factors that can negatively impact the health and well-being 

of occupants, such as poor thermal acoustics, lighting quality, indoor air quality, and high 

concentrations of CO2 during heating seasons. Additionally, everyday activities like cooking, 

cleaning, laundry, showering, and improper ventilation can exacerbate these conditions. It is 

important to note that even during building refurbishments, occupants may experience 

respiratory issues and breathing difficulties (Ortiz et al., 2020). 

 

 

 

 



___________________________________________________________________________ 

29 | P a g e  
Kris Wang :  

 
2.6 Impacts of IEQ on Homeowners and Renters 

The quality of the indoor environment can significantly impact human health and productivity. 

If the indoor environment is unsuitable, it can lead to health concerns caused by design or 

technical faults. Various factors, such as building structures like schools, offices, and homes, 

can impact human health. Studies have shown that the quality of the indoor environment 

significantly affects productivity, learning ability, and work quality. Residents' feedback has 

been collected directly to redefine and improve buildings and their characteristics: 

temperature, light intensity, airflow, pressure, and humidity all impact indoor environment 

quality. Several approaches have been carried out to analyse the relationship between Indoor 

Environment Quality (IEQ) and occupants. According to Elsayed et al. (2023), the post-

occupancy model (POE) is the most effective way to obtain feedback about the experience and 

performance of a building from its inhabitants. The objective of POE is to ask the users of the 

building about their needs and experiences in the built environment. This model helps identify 

design lapses, construction management issues, misuse, and improvements that should be 

made. The POE method collects quantitative and qualitative data through questionnaires, 

interviews, and direct visits to these spaces, involving the residents directly. 

Furthermore, evaluating the environments involves functional, technical, and behavioural 

analyses. However, the study's primary goal is to ascertain the definition of "overall comfort" 

from the occupants' perspective. This includes comparing occupant comfort to factors such as 

IEQ, building performance, safety standards, satisfaction-productivity ratio, POE's role in 

building design and maintenance, and the impact on occupant behaviour. 

The versatility of POE has been established as it can be employed in various contexts. This study 

focused on different building types and found that involving users through social media is the 

most widely used method to assess building performance. However, certain factors, such as 

thermal comfort, air quality, lighting, humidity and pressure, and non-physical aspects like 

privacy, cleanliness, facilities, and views from the building, are challenging to measure using 

tools (Alfalah et al., 2022). In contrast, a complex IEQ assessment model developed by 

Zambrano et al. (2021) can determine stressor patterns for different scenarios. The author 

suggests a more detailed, situation-based model that considers all stressor factors, 

environmental indicators, indoor environment quality, building labelling, and components, 
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considering different spaces such as schools, homes, and offices and their potential issues and 

interactions with people. The study revealed that prolonged indoor stays can harm health even 

if indoor environment quality standards are met. Therefore, it is crucial to understand the 

indoor environment of spaces and its impact on occupants, as everyone has unique needs. 

 
2.7 IEQ and Behaviour of Occupants Energy 

Studies have identified four key parameters that broadly categorise indoor environmental 

quality (IEQ): visual comfort, acoustic comfort, indoor air quality (IAQ), and thermal comfort 

(Weerasinghe et al., 2020). 

 

2.7.1 Four Key Factors in IAQ 

 
Thermal Comfort and Factors  

According to the ISO, thermal comfort refers to the mental state of satisfaction with the 

surrounding thermal conditions. Environmental factors, such as air velocity, relative humidity, 

mean radiant temperature, air temperature, clothing, and metabolic rate, contribute to an 

occupant's thermal sensation. In naturally ventilated buildings, occupants can adjust doors and 

windows to regulate the room temperature and air exchange. However, in mechanically 

ventilated buildings, occupants must either accept the system's settings or adjust their clothing 

and metabolic rate to adapt to the indoor environment.  

To achieve optimal thermal comfort, occupants may need to adjust fans, heaters, and 

thermostats to their preferences. Since thermal comfort varies from person to person, 

buildings should allow occupants to personalise their preferred conditions to reduce 

discomfort. Previous studies have shown that personalised ventilation systems, such as ceiling 

fans and individual airflow rates, are preferred by many occupants over HVAC systems, 

regardless of ambient air temperature. However, occupants should maintain the building's 

energy savings when modulating their thermal preferences. Setting the cooling set point below 

24°C is an energy-wasting behaviour that occupants should avoid. 
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Indoor Air Quality  

Indoor air quality is a crucial factor that impacts the comfort and health of occupants within 

buildings and structures. Poor IAQ can cause Sick Building Syndrome and lead to respiratory 

health problems among office and residential occupants due to indoor air pollutants. Residents 

with respiratory diseases are particularly concerned about IAQ, while those with symptoms 

such as sore throat are less satisfied with the IAQ in their homes. Numerous factors impact 

IAQ, including humidity, crowding, odour, and carbon dioxide concentration. 

Occupancy-controlled ventilation can help achieve energy savings by reducing the average 

ventilation rate while maintaining better control of indoor pollutant concentrations and indoor 

climate. Additionally, there is a relationship between building energy and behavioural pattern 

management systems. By connecting behavioural patterns to building energy and comfort 

management systems, sensor-based modelling can predict user behaviours and indicate a 

potential for up to 30% energy savings without sacrificing indoor air quality. 

 
Visual Comfort 

Visual comfort within a building is determined by an individual's subjective impression of 

lighting quantity, quality, and distribution. This ensures that occupants are not subjected to 

uncomfortable levels of glare or contrast in brightness. Moreover, light intensity significantly 

impacts psychological, physical, and physiological human responses. 

 
Acoustic Comfort 

Acoustic comfort refers to maintaining background noise levels within an acceptable range. It 

is recommended that workers are not exposed to noise levels exceeding 85 dBA for eight hours 

to prevent occupational noise-induced hearing loss. 
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Chapter 3  
Research Methodology 

 

3.1 Introduction  

    The study examined the impact of indoor environment quality on occupants' comfort and 

satisfaction in two upgraded buildings in Auckland, New Zealand. The researcher used a mixed 

methodology incorporating both quantitative and qualitative data. To collect the quantitative 

data, indoor environment quality (IEQ) sensors were employed, including the Tether EnviroQ 

device, the Testo 872 model for thermal imaging, and the Tether Hot Drop for transmitting 

data via LoRaWAN IoT protocol directly to the Tether Platform for easy measurement 

comparisons. 

Between August 4 and 11, 2022, the Tether EnviroQ device collected temperature, humidity, 

carbon dioxide, light, and pressure data (Kallio et al., 2020). The Testo Thermal imager was 

used to monitor thermal images of both buildings' heat escapes and insulation deficiencies. At 

the same time, the Tether Hot Drop tracked the energy consumption used in each building 

through two separate HotDrop sensors with two separate main power meter boxes.  

The researcher also implemented a personalised weather station (PWS) V40A-PROv2, with La 

Cross remote sensors to measure the temperature and humidity of the external environment, 

the roof space attic, ducting ventilation, and extractors. 

Quantitative methods were used to analyse the sensor data, including descriptive and 

inferential statistics, correlation, and regression analysis. In addition to analysing sensor data, 

a qualitative method was employed to gather data on user perceptions of indoor 

environmental quality in two refurbished buildings. This involved interviewing occupants using 

an open-ended questionnaire for eight days (Winter 4-11 August 2022) to understand better 

their comfort and satisfaction levels in specific areas with varying environmental conditions, 

such as temperature, humidity, illuminance, pressure, and air quality.  

The thematic analysis of the collected data identified key themes and patterns in occupants' 

perceptions of indoor environmental quality to understand its effects on their comfort and 

satisfaction levels. The data collected would help identify areas for improvement and 

determine the best possible solutions to align with H1/AS1 energy efficiency goals. It would 

also provide insights into the best key performance indicators (KPIs) for enhancing occupants' 
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comfort and well-being, including appropriate temperature, energy consumption, humidity 

levels, and other determinants. 

 
3.2 Research Design  

3.2.1 Quantitative Method 

The researcher will use a quantitative method to capture data on the indoor environment 

quality (IEQ) of two houses: House 1, 318 and House 2, 320. This will be done using the EnviroQ 

IEQ measuring device, Testo Thermal Imager, and Tether Hot Drop energy consumption 

monitor. The Tether EnviroQ device will collect data on temperature, humidity, carbon dioxide, 

pressure levels in the two buildings, and light levels. The Testo Thermal Imager will capture 

thermal images of the houses to measure temperature variations. The Tether HotDrop will 

measure total energy consumption for maintaining a quality indoor environment, while a 

personalised weather station will monitor external temperature and humidity. The sensors 

used are illustrated in Fig. 4, 5, 6, and 7.  

The data collected from these devices will be analysed and interpreted using various 

quantitative methods, including descriptive and inferential statistics and regression and 

correlation analysis. Descriptive statistics will be used to summarise and present the data 

gathered from the sensors over eight days (4-11 August 2022). This will involve identifying each 

variable's mean, median, mode, and standard deviation, such as air quality, temperature, 

humidity, or daily energy consumption. The outcomes of this analysis will provide a clear 

picture of different determinants contributing to the quality environment of the two houses. 

 

 

 

 

 

 

Figure 3. Tether Q specifications 
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Figure 4. Testo872 Thermal Imager - technical specifications 

 

Figure 5. Tether HotDrop - technical specifications 

 

 

 

  

  

 

 

 

Figure 6. La Crosse Sensor - technical specifications 

Using inferential statistics makes testing hypotheses and generating predictions based on 

sensor-collected data possible. The aim is to determine whether there are notable differences 

in indoor environmental quality between two refurbished buildings or at different times of day  
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or year (Abbass & Hamdy, 2021). For example, the study may investigate whether there is a 

significant temperature difference between the two refurbished buildings during the winter. 

Inferential statistics can reveal any trends or patterns in indoor environmental quality over a 

specific period (Zhang et al., 2022). Regression analysis will establish the link between different 

variables and indoor environmental quality (Lee et al., 2019). For instance, the analysis may 

explore how temperature or humidity affects occupant comfort and satisfaction. The 

regression analysis results may uncover significant correlations between various variables and 

indoor environmental quality. 

3.2.2 Qualitative Method  

A qualitative method will be utilised to gather information on occupants' perceptions of indoor 

environmental quality. This will involve an open-ended questionnaire survey that will be 

conducted over eight days, with the participation of occupants in two renovated buildings. The 

survey will aim to gain insight into how comfortable occupants feel and their perception of the 

occupied space in various situations involving temperature, humidity, air quality, and 

illuminance. The collected qualitative data will undergo thematic analysis to identify prominent 

themes and patterns in occupants' perceptions of indoor environmental quality. This analysis 

involves coding and categorising responses into themes, which will help identify areas for 

improvement and better understand how occupants assess indoor environmental quality. 

3.2.3 Integration of Quantitative and Qualitative Methods 

To gain a comprehensive understanding of how indoor environment quality affects occupant 

comfort and satisfaction in houses 318 and 320, Kinnebrew et al. (2021) utilised both 

qualitative and quantitative methods. The involved comparing data collected from chosen 

sensors, such as Tether EnviroQ, HotDrop, and Testo Thermal imager, with insights gained from 

occupant interviews. By analysing the themes and patterns identified in the interviews, the 

researchers could determine whether there were any discrepancies between the objective 

measurements gathered through the sensors and the subjective perceptions of the occupants. 

 

 
 
 



___________________________________________________________________________ 

36 | P a g e  
Kris Wang :  

 
3.2.4 Ethical Considerations 

The researcher followed universal ethical principles and Treaty of Waitangi obligations in their 

selected research method, as the National Ethics Advisory Committee outlined in 2019. 

Participant privacy and confidentiality were paramount, with consent obtained before 

interviews or data collection, as noted by DeJonckheere & Vaughn in 2019. The researcher also 

considered low risks and reported findings in the Annual Report of the Massey University 

Human Ethics Committee. 

To ensure compliance with ethical standards, a comprehensive analysis was conducted, 

including contingency measures to address any potential risks. The results of the analysis were 

discussed extensively with the supervisor. Prior to the commencement of the study, ethical 

approval was obtained from Massey University and can be found in Appendix A, along with the 

Ethics Notification Number 400026290. 

This study employs a mixed research method combining qualitative and quantitative 

approaches to explore the impact of indoor environment quality on occupant comfort and 

satisfaction in two refurbished buildings in New Zealand, as detailed by Hou et al. in 2023. 

Quantitative data will be collected using indoor environment quality sensors. In contrast, 

qualitative data will be gathered through open-ended interviews with occupants to identify 

emerging themes and patterns, as described by Li et al. in 2018. Utilising these methods will 

achieve a thorough understanding of the relationship between indoor environment quality and 

occupant comfort. 

 
3.3 Validation of the Sensors  

3.3.1 Tether EnviroQ 

 
The Tether EnviroQ indoor environment quality device has undergone validation testing, which 

has confirmed its accuracy in measuring temperature, humidity, carbon dioxide levels, light 

intensity, and pressure (Ade & Rehm, 2021). The testing has shown that the device is reliable 

and accurate when measuring indoor environmental quality. This device aligns with the study's 

research objectives, as it will be used for data collection on the indoor environmental quality 

of two renovated buildings in West Auckland. The data collected through the Tether EnviroQ 
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device will be crucial in assessing the impact of indoor environmental quality on occupants' 

comfort and satisfaction. By monitoring temperature, humidity levels, luminance, CO2 

concentration, and interior air quality, the device can provide concrete data demonstrating 

how the external and internal environment affects human behaviour and influences occupants' 

perception of comfort and well-being. 

3.3.2 Testo872 Thermal Imager  

The Testo 872 thermal imager is a reliable tool to detect temperature differences, potential 

leaks, and humidity caused by water infiltration. It identifies areas with insufficient insulation 

through dark spots indicating lower temperatures, as well as escaping warm or hot air due to 

unsealed doors or windows, single-pane windows, non-insulated entrance doors, non-

insulated ceiling or attic openings, ducts that pump in cold and damp air, extractors that suck 

up hot air, and ventilation grills around basement-piled houses (Zuhaib et al., 2018). This device 

ensures accurate temperature readings and helps to locate areas with air leaks and moisture 

problems that can impact occupant comfort and health. The Testo thermal imager can assess 

people's comfort and perception in occupied areas exposed to temperature and humidity 

variations. This information is essential for providing solutions that meet or exceed the H1/AS1 

Energy Efficiency standard for internal occupant comfort and well-being. It is crucial to 

maintain a "good" renovation of old buildings to promote the health and wellness of their 

occupants. 

3.3.3 Tether Hot Drop  

The validation of the Tether Hot Drop sensors is critical for the research, as it is responsible for 

the accuracy of the energy data collected from the buildings. This innovative device utilises 

state-of-the-art wireless CT with data collection technology requiring neither wires nor 

batteries. The sensors are installed in less than 20 seconds. Using its cutting-edge wireless 

transmitter, it can send signals across 10 km with direct visibility. In the challenging of 

conditions, it supplies convenient, live energy metrics. HotDrop's minimal physical design 

allows it to slot into the most confined areas. The instantaneous information guarantees exact 

setups. This platform has been designed to support expansion and incorporates encrypted 

messaging to ensure utmost confidentiality and protection. 
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Furthermore, it also possesses a wireless setup for adjusting and upgrading in diverse 

surroundings, mobile device synchronisation for quick setup, and three-phase wireless 

cooperation for industrial and utility-grade deployments. This product is offered in different 

energy rating options. This technology tackles even the tiniest and most complex problems 

related to energy tracking. Hence, providing critical insights into the energy consumption data 

in the two houses utilised to maintain the IEQ will be crucial. 

3.3.4 Personalised Weather Station (PWS) 

To ensure precise and consistent temperature and humidity readings, the PWS V40A-PROv2 is 

crucial in this research. The Personal Weather Station sources data from trustworthy weather 

monitoring sources or stations nearby. This helps maintain the accuracy and consistency of the 

PWS data. By establishing the correlation and reliability of the PWS readings with external 

references, researchers can confidently rely on the PWS data. This enhances the credibility of 

the research outcomes by ensuring that the temperature and humidity data used in the study 

are reliable and representative of the designated region. 

3.4 Data Collection 

3.4.1 Placement of the Sensors   

Strategically placed sensors within specific buildings were crucial to reliably track the quality of 

the indoor environment and understand how it affects the comfort and satisfaction of its 

occupants (Dong et al., 2019). For House 2 at location number 320, Tether EnviroQ sensors 

have been installed in the living room, kitchen, main bedroom, mid bedroom, and bathroom 

to collect temperature, humidity, carbon dioxide concentrations, luminosity, and pressure 

data. Meanwhile, Tether Hot Drop and La Crosse sensors have been placed in the main power 

box, outdoor (north), and indoor air vent ducts to monitor energy consumption for each house 

with independent main power. 

The La Cross remote sensors in the attic space have been installed in Building 1 at 318 and 

Building 2 at 320. To monitor the indoor environmental quality (IEQ), Tether EnviroQ sensors 

have been placed in various locations, including the office, bedroom 1, bedroom 2, 

bathroom/laundry, and open plan living room/kitchen. The Tether HotDrop sensors have been 

strategically placed in multiple grids to monitor energy consumption effectively. Temperature 
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and humidity levels are observed through Personal Weather Station (PWS) sensors strategically 

located outside and within both buildings. 

The placement of sensors has been determined by identifying areas where occupants 

frequently reside, as outlined in Weston et al. 2019. For instance, in Building 2, sensors have 

been positioned in areas such as the living room, kitchen, bathroom, and bedroom spaces that 

experience high occupancy. The positioning of sensors has also been influenced by the need 

to collect data from different zones within the facility for a comprehensive assessment of IEQ. 

For this reason, Tether EnviroQ sensors have been placed in various rooms in both House 1 

and 2, allowing for data collection from diverse locations within the building. Appendix C and 

D.  

The strategic placement of sensors is crucial for accurately monitoring IEQ, which can enhance 

occupants' comfort and satisfaction. Quantitative and qualitative approaches will be employed 

to analyse the data collected from these sensors. This will allow for a detailed examination of 

IEQ and its influence on occupants. 

3.4.2 Sampling of Sensors Data  

From August 4th to 11th, 2022, sensors strategically placed in various buildings will gather data 

on indoor environment quality (IEQ) and energy consumption. The Tether EnviroQ sensors, 

positioned in ventilation ducts, extractors, and attics, will obtain information on temperature, 

humidity level, carbon dioxide concentration, light intensity, and pressure. The Tether HotDrop 

sensors will also track energy consumption, while the PWS La Crosse remote sensors will 

monitor temperature and humidity levels.  

For House 2, 320, the temperature recorded by the Tether EnviroQ sensors will range from -5 

to 40 degrees Celsius. House 1, 318, will experience a temperature range of -5 to 45 degrees 

Celsius, with humidity ranging from 20% to 70%. The Tether HotDrop sensors will capture 

energy usage data from Building 1 and 2, up to 1200kWh.  

The PWS sensors will record data on temperature and humidity levels, encompassing 

temperatures between -5 and 25 degrees Celsius in both houses, along with humidity levels 

ranging from 20% to 70%. Through quantitative and qualitative methods, the collected data 

will undergo analysis to extract crucial insights into how   IEQ impacts occupants' comfort and 



https://www.surveymonkey.com/r/CMKVJWM
https://www.surveymonkey.com/r/Z6JQ528
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3.5.2 Thematic Analysis 

The study delved deeply into the occupants' perspectives by analysing the data collected from 

open-ended questionnaire surveys presented in Appendix E & F. A thematic analysis approach 

was employed to identify recurring themes, patterns, and meanings within the interview 

transcripts (Bennett et al., 2019). 

The responses were then thoroughly analysed to pinpoint emerging themes from the gathered 

data. These themes offered valuable insights into the occupants' attitudes, experiences, and 

perceptions of indoor environment quality in the remodelled buildings. The study fully 

understood how the indoor environment impacted their overall well-being and satisfaction by 

exploring the subjective aspects of occupant comfort and satisfaction through thematic 

analysis (Villeneuve & O'Brien, 2020). 

3.5.3 Architectural Floor Plans  

The performances and discrepancies between the two buildings were further understood 

through aerial satellite photographs and simplified architectural floor plans, as presented in 

Appendix B, C, and D (Kamali et al., 2018). These floor plans visually depicted the building's 

layout, showcasing room sizes, window and door locations, and air conditioning and ventilation 

system placement by carefully analysing the floor plans of both buildings, potential variations 

in the arrangement of spaces and architectural characteristics that could impact indoor 

environment quality were identified. This analysis was crucial in comprehending the impact of 

building design and layout on occupant comfort and satisfaction, providing valuable insights 

that can inform improvements to indoor environments in future refurbishment 

projects (Lee, 2019). 

 
3.5.4 Pilot Project 

The purpose of the pilot project was to assess the efficacy of the research methodology, 

validate data-gathering methods, and identify any potential issues or opportunities for 

improvement before embarking on the primary research initiative. By optimising sensor 

placement and refining interview techniques, the accuracy and legitimacy of the data were 

ensured (Malmqvist et al., 2019). The pilot project played a critical role in minimising errors, 

enhancing data quality, and boosting the overall efficiency of the primary research project. 
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A relatively steady pattern can be observed, with minor fluctuations throughout the month as 

demonstrated below: 

 

 

 

Figure 10. Monthly summary from the Personal Weather Station (PWS) - outdoor 
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Bedroom1 KWEQ 4 

The graphical representation showcased below elucidates the correlation between 

Temperature and Relative Humidity.  

 
Figure 13. Tether monthly report, Bedroom1 - temperature and relative humidity 

 

The graph below presents a comprehensive analysis of CO2 levels, showcasing the minimum 

and maximum values and the healthy score ranges.  

 

 

Figure 14. Tether monthly report, Bedroom1 - CO2 
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Bedroom2 KWEQ 5 

The following graph illustrates the correlation between human activities and temperature 

fluctuations. 

 
Figure 15. Tether monthly report, Bedroom2 - temperature and relative humidity 

The graph below presents an overview of CO2 levels, including minimum, maximum, and 

healthy scores.  

 

Figure 16. Tether monthly report, Bedroom2 - CO2 
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Office KWEQ 1 

The chart illustrates the relationship between temperature and human activity levels for 

KWEQ 1. 

 

Figure 17. Tether monthly report, Office - temperature and relative humidity 

 

The graph illustrates CO2 levels, including minimum/maximum values and healthy/unhealthy 

ranges. 

 

Figure 18. Tether monthly report, Office - CO2 
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4.4 Quantitative Analysis  

Two surveys were conducted as part of this research project. The first survey focused on the 

participants' homes' ventilation systems, heating sources, and configurations. It consisted of 

13 closed-ended questions and was distributed for over eight days. The aim of analysing the 

survey data is to gain insight into the comfort and perception of occupants in spaces with 

varying air quality, humidity, and temperatures. 

Demographics 

Four participants, three females and one male, aged 25-50, live in independent buildings 318 

and 320. 

4.4.1 Graphical Interpretations (Survey 1) 

 
1.  Choose the Date/Time 

 

Figure 46. Date / Time - Building 318/320 

 
2. Tick the appropriate building number you are living at. 

 

Figure 47. Demographics Building 318/320 

 
After reviewing the answers, it was found that three people had answered the question. Two 

of them lived in Building 318, while the third person lived in Building 320. 





___________________________________________________________________________ 

77 | P a g e  
Kris Wang :  

 
5. Is there an office space/room in your house? 

 

Figure 50. Demographics - configuration 

 
Based on the results, the study revealed that two participants affirmed having a designated 

office space within their residential property, whereas one participant did not have one. 

 
6. How many bathrooms are in your house? 

 

Figure 51. Demographics - configuration2 

 
According to the results, the study revealed that the three participants had only one 

bathroom in their respective homes. 
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7. Is there any kitchen facility in an open-concept space in your house? 

 

Figure 52. Demographics - configuration3 

 
From the responses, the study found that all three participants answered yes, which means 

they have a kitchen facility in an open-concept space in their house. 

 
8. How many people living in this household? 

 

Figure 53. Demographics 

 
The findings found that all three participants have three people living in their household. 
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9. Are there any pets living indoors with you? 

 

Figure 54. Demographics2 

 
Based on the collected responses, the study has concluded that two participants have reported 

having indoor pets cohabitating with them, while one participant has reported having no pets 

indoors. 

10. How many heating appliances are in your house? 

 

Figure 55. Heating sources 

According to the findings, four participants stated they only had air conditioning (heat pump), 

while one reported having one air conditioning (heat pump) and one heating appliance. 

Responding to the question, most participants revealed they possessed one air conditioning 

(heat pump) and two heating appliances. 
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11. Is there any mechanical ventilation in your house? 

 

Figure 56. Ventilation 

 
Based on the collected data, the study determined that three participants who responded to 

the question had installed mechanical ventilation systems in their households. However, one 

participant answered negatively to the same question. 

 
 

12. Do you open windows and doors to ventilate indoors? 

 

Figure 57. Passive ventilation 

 
Based on the collected data, the study concluded that three respondents reported occasionally 

using natural ventilation by opening windows and doors to improve indoor air quality. 
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1. Date 

  

 

 

Figure 59. Date 

2. Please select the building you are currently in. 

 

Figure 60. Buildings 

 
A study gathered the responses and found that 14 answers (45%) were from Building 318 and 

17 answers (55%) were from Building 320 at that time. 

 
3. What is the time frame you are completing the survey? 

 

Figure 61. Time frame 

Based on the collected responses, the study revealed that five answers provided their input 
during the morning hours of 8-11 am (16%), while another five answers provided their input 
during the afternoon hours of 1-4 pm (16%). Furthermore, most answers, totalling 16, were 
provided their input during the evening hours of 5-8 pm (53%), while five answers were 
provided during the late evening/night hours of 9-11 pm (16%). 
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4. When responding to this survey, where are you at that moment? 

 

Figure 62. Location during the survey 

 
The study analysed the locations from which participants responded to the survey. The results 

indicate that 19% of the participants completed the survey in the kitchen, 29% in the living 

room, 29% in the main bedroom, 16% in the middle bedroom, and 6% in the office. 

 
5. Regarding the internal environmental aspects, how do you feel? 

 

Figure 63. Well-being in relation to the IEQ 

 
From the gathered responses, the study found that 23 answers (74%) were comfortable with 

the internal environmental aspects, whereas two answers (7%) were uncomfortable. The rest 

of the 6 answers are 'OK' with the internal environmental aspects.  
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6. Describe your house during this survey. 

 

Figure 64. IEQ 

Based on the collected responses, the study revealed that 48% of the participants (15 answers) 

perceived their house as warm and cosy. In comparison, 26% (8 answers) reported it as quiet 

and peaceful, and only 3% (1 answer) complained of dampness. On the other hand, 16% (5 

answers) felt their house was cold, while two answers characterised it as hot. 

 
7. What would you prefer the internal temperature to be? 

 

Figure 65. Personal preferences 

The study analysed the responses of participants regarding their preferred internal 

temperature. Among the participants, 3% preferred a cooler internal temperature, 45% 

preferred no change in the temperature, and the remaining 52% preferred a warmer internal 

temperature. 

 



___________________________________________________________________________ 

85 | P a g e  
Kris Wang :  

8. What would be your light preference? 

 

Figure 66. Light preferences 

 
Based on the collected responses, it was found that 71% of the participants did not prefer any 

change in the light intensity. In contrast, seven answers (23%) preferred warmer light colour, 

and one answer (3%) preferred dimmer light. Additionally, the remaining 3% of the participants 

preferred cooler light colours. 

 
9. What would be your air preferences? 

 

Figure 67. Air preferences 

From the gathered responses, the study found that ten answers from participants (32%) 

preferred fresher air, and (13%) answered less airy. In comparison, the remaining seventeen 

answers (55%) shared no change.  
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Table 6. ANOVA 2 

 

 

 

Description: 

1. DF (Degree of freedom): These are the numbers of independent variables used in our model  

2. SS (Sum of the square): Total variation in the dependent variable that the regression model 

explains 

3. MS (Mean Squared errors): mean of the sum of squares or the sum of squares divided by 

the degrees of freedom 

4. F (testing of hypothesis): Used for testing the hypothesis  

5. F Significance (P-value): The P-value shows whether a significant relationship exists between 

independent, and dependent variables. If the P-value is less than 0.05, then a significant value 

exists and if the P-value exceeds 0.05, then is statistically an insignificant relationship.  

6. Coefficient (Linear relationship): shows the linear relationship between variables 

7. Standard error (estimated standard deviation of the distribution of coefficients). 

8. T- statistic - t- statistic or t-value of the test and its value is equal to the coefficient divided 

by the standard error 

9. P-value (significance value) - The t-statistic is compared with the t distribution to determine 

the p-value. We only consider the p-value of the independent variable. 

10. Lower and Upper 95% (confidence intervals)- Values less than 0.05 or 95% confidence 

interval are considered significant. 

 

 

 

 

 
Coefficients Standard Error T Stat P-value Lower 95% Upper 95% Lower 95.0% Upper 

95.0% 
Intercept -25.764 50.1818 -0.51341 0.611997908 -128.9141525 77.38617 -128.914 77.38617 
Heat Index -0.32603 0.705339 -0.46224 0.647755767 -1.775878222 1.12381 -1.77588 1.12381 
Humidity 0.678832 0.63476 1.069431 0.294703865 -0.625935745 1.9836 -0.62594 1.9836 
Temp 0.024331 1.62736 0.014951 0.988185297 -3.32075648 3.369418 -3.32076 3.369418 
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    The regression and correlation data analysis show that the heat index, humidity, and 

temperature do not significantly impact occupant satisfaction. The P values in the regression 

analysis exceeded the 95% confidence interval, indicating that the results were insignificant. 

Additionally, the correlation analysis showed a significance value above 0.05, meaning no 

observed relationship or association between these factors and occupant satisfaction exists. A 

recent study by Albuainain et al. (2021) also found no significant relation between window, 

satisfaction, lighting, and temperature. Therefore, the key takeaway from our study is that 

enhancing occupant comfort or satisfaction may be more challenging for some indoor 

environmental quality factors than others. 

4.4.5 Facts about mould 

As reported by the Asthma and Respiratory Foundation NZ (Asthma et al., 2020), homes in New 

Zealand are often characterised by cold, damp conditions and are prone to mould growth. 

These conditions can result in significant pulmonary and respiratory issues, particularly for 

vulnerable populations such as children and the elderly and may even contribute to the 

development of cardiovascular disease. 

 

Figure 70. Typical black mould grows with restricted ventilation and elevated humidity due to the condensation and 
temperature (Twistfix, 2013). 

 
When the conditions are suitable, spores absorb water, which triggers the spore's enzymes 

and prompts a small germ tube to emerge from the spore. This germ tube extends and matures 

into hyphae, which can spread and form a visible mould colony. The hyphae produce enzymes 

that break down organic matter in their surroundings, providing the necessary nutrients for  
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the mould to survive and reproduce. It is a captivating example of how microorganisms adapt 

to their environment to thrive and survive. In fact, under optimal conditions, mould can 

germinate in as little as one day! As an example, Aspergillus Niger and Aspergillus Restrictus 

can grow after 64 days in an environment with a relative humidity of about 73%, while at 30°C 

and with a relative humidity of about 93%, germination can begin in as little as one day.  

 

 

 

 

 

 
 

Figure 71. Aspergillus fungus, coloured scanning electron micrograph (SEM). Magnification: x240 at 5x7cm size. 

 

 

 

 

 

 

 

 

Figure 72. The function of the relative humidity (RH) and temperature as mould germination growth. 

 

The examined case study noted that the initial signs of mould were promptly addressed with 

homemade solutions and proper ventilation while maintaining a minimum temperature of 

18°C. It is worth noting that the onset of mould symptoms is more likely to occur during the 

winter months. Additionally, it is essential to acknowledge that the two residential properties 

are located in a semi-rural western suburb of Auckland, which experiences a higher frequency 

of wet days during the year, particularly in winter. 
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Chapter 5  
Discussion 

 

     This study provided an opportunity to analyse data and determine occupant satisfaction 

levels. The researcher carefully examined various factors, including indoor and outdoor 

environmental conditions, heating source usage, and occupant behaviour patterns related to 

ventilation and space use during different times of day and under various weather conditions. 

By considering these factors, the study aimed to gain a comprehensive understanding of how 

building design impacts occupant comfort and satisfaction. The present research focused on 

analysing different refurbished buildings, all renovated. The data collected from two adjacent 

buildings on the same property was used to analyse real-time building performance and its 

effect on occupants. In addition to indoor environmental monitoring, the study found evidence 

of adverse health effects and indoor mould for occupants. However, the research also revealed 

that living in social housing is often associated with adverse health effects, such as a higher 

prevalence of respiratory problems, and links to certain living conditions, such as rising 

pollution due to smoking and other impurities. 

Research conducted to analyse Indoor Air Quality (IAQ) indicates that building renovations are 

common in New Zealand, which can have a negative impact on indoor air quality and occupant 

satisfaction. Additionally, buildings are responsible for a significant portion of global energy 

consumption, and countries like New Zealand have implemented measures to reduce 

greenhouse gas emissions and energy consumption. Conducted study have shown that 

improving indoor air quality is crucial for occupant comfort and health. Increasing ventilation 

rates and limiting pollutant entry into buildings are effective strategies for achieving this goal 

(Dimitroulopoulou et al., 2023). 

 
A recent study reveals that New Zealand has significantly emphasised implementing energy-

saving measures. However, the same level of attention has yet to be given to indoor air quality 

to ensure occupant comfort and satisfaction. As a result, this research focused on individuals' 

perceptions of comfort in occupied spaces, considering various factors such as temperature, 

noise, humidity, and the concentration of CO2. The study also underscores the significance of 

refurbishing older buildings for the well-being of occupants. The insights gained from this 
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research can assist construction companies and designers in creating buildings that meet 

occupants' needs while also considering environmental factors and the country's climate. 

Ultimately, this can lead to the construction of more well-ventilated buildings with higher 

thermal insulation for New Zealand building construction or renovation. 

 
Lastly, the presented research is dedicated to an easy understanding of influencing occupant's 

well-being and comfort and how the internal/external environment with human behaviour 

affects the indoor environment quality. The findings of this research can be a potential and 

effective source of information for understanding the best parameters for living in occupied 

spaces. The research has worked on some significant factors that are primarily highlighted and 

are better summarised in the next section.   

 

A qualitative analysis was conducted to examine HotDrop findings for two selected buildings. 

Various factors were evaluated, such as health score, thermal comfort, airborne index, carbon 

emissions, energy use, estimated energy cost, and energy use intensity. The results of the 

HotDrop analysis revealed a correlation between temperature and power consumption over 

time for both buildings. This suggests that the properties are taking steps towards becoming 

eco-conscious, as evidenced by the decrease in energy use in terms of cost and intensity. 

 
Additionally, the research has yielded insights regarding Personal Weather Station (PWS) data. 

The data showcases a range of temperatures experienced by different locations, ranging from 

cold to mild, with occasional rainfall. The study analysed several significant factors, such as 

wind gusts, speed, direction, pressure, precipitation, humidity, and temperature, among 

others, to understand minor weather-related fluctuations throughout the month. 

 
The research findings suggest that good insulation, double-glazed windows, and draft-free 

doors are crucial for internal refurbishments. Clause H1 specifically mandates a minimum R-

squared value of 2.9 for the ceilings. Additionally, internal ventilation should exchange heat 

without increasing moisture levels. Power energy is used to heat the hot water cylinder, and a 

recovery system with solar air conditioning and hybrid systems is an effective solution. 
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According to my research findings, outdoor shading structures such as pergolas are crucial for 

buildings that face the north. This helps prevent excessive shading, sheltering, and 

overheating. Additionally, a shower dome can be a helpful solution when managing internal 

moisture from showering. It supports keeping the bathroom and the rest of the home dry and 

heated. Finally, it has been noted that excessive external substructure vents can create issues 

with dampness and cold air entering the floor, insulation, and cavity system. 

 
5.1 Factors 

Many internal and external factors must be considered when it comes to heating buildings. 

These factors can include weather conditions, time of day, and individual ventilation and space 

usage approaches. By carefully analysing these variables, it is possible to develop a heating 

strategy that meets the occupants' needs while minimising energy usage and costs. A recent 

study examined data to determine the likelihood of occupant satisfaction. According to Second 

Albuainain et al. (2021), researchers considered indoor and outdoor environmental conditions, 

heating source usage, and occupant behaviour towards ventilation and space utilisation under 

various weather conditions and times of day. By exploring these factors, the study aimed to 

understand how building design impacts occupant comfort and satisfaction. Recognising that 

these factors may differ depending on personal preferences and cultural contexts is essential. 

However, addressing these key aspects can help improve occupants' satisfaction and well-

being within buildings. 

 
5.1.1 Indoor environmental quality 

Indoor environmental factors, such as air quality, temperature, humidity, lighting, and noise 

levels, considerably impact the comfort and satisfaction of occupants. Proper ventilation, 

precise temperature control, appropriate lightning conditions, and acoustic insulation 

significantly contribute to creating a favourable indoor environment, as per the research 

conducted by Abbaszadeh et al. in 2006. 
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5.1.2 Building layout and functionality 

Efficient building layout and design are critical factors in ensuring occupant satisfaction. A well-

planned layout prioritising accessibility, ease of navigation, and operational efficiency can 

significantly enhance user experience and overall satisfaction (Kwon et al., 2019). 

5.1.3 Amenities and facilities 

The availability and quality of amenities and facilities within the building, such as common 

areas, recreational spaces, fitness centres, parking, and food services, contribute to occupant 

satisfaction. Access to these amenities can enhance the overall experience of building users. 

5.1.4 Building maintenance 

Building maintenance is a crucial aspect of ensuring the optimal performance and appearance 

of a building. Proper and consistent maintenance practices, including regular cleaning, 

inspection, and repair measures, can significantly impact occupant satisfaction, safety, and 

overall building efficiency. Neglecting maintenance needs can lead to costly repairs, safety 

hazards, and reduced occupant comfort and productivity. Therefore, building owners and 

managers should prioritise implementing effective maintenance plans and allocating adequate 

resources to ensure timely and quality maintenance services are provided. 

5.1.5 Safety and security measures 

Ensuring occupant satisfaction is strongly dependent on the safety and security measures 

within a building. Robust security systems, advanced emergency preparedness, and adequate 

safety measures, including fire alarms, smoke detectors, sprinklers, and adequately illuminated 

pathways, contribute to occupant satisfaction. 

5.1.6 Integration with natural environment 

Architectural designs that consider a region's unique climate and weather patterns can 

significantly improve the quality of life for occupants. Incorporating efficient windows, shading 

elements, and green spaces can effectively regulate temperatures and foster a stronger 

connection with the natural surroundings, ultimately reducing stress and anxiety (Lolli et al., 

2022). 
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5.1.7 Energy efficiency and sustainability 

Energy-efficient and sustainable buildings mitigate environmental impact and enhance 

occupant satisfaction. Features such as efficient HVAC systems, renewable energy sources, and 

green building certifications demonstrate a solid commitment to sustainability that can 

positively influence user satisfaction. These technical solutions offer a range of benefits, 

including reduced energy consumption, improved indoor air quality, and increased occupant 

comfort, all of which can contribute to a healthier and more productive building environment. 

 
 
5.1.8 Factors related to the landlord and owners 

There are numerous measures that building owners and landlords can undertake to enhance 

the quality of living and overall satisfaction of their tenants. One crucial aspect for property 

owners is actively listening to tenant feedback and taking appropriate steps to address 

concerns. By doing so, landlords can improve the living experience of their tenants, ensuring 

their health and well-being are prioritised (Freeze, 2023). 

 

5.1.9 Factors related to the architects and designers 

The construction industry heavily relies on various architectural information encompassing 

various design stages and requires cooperation from multiple disciplines. This information is 

produced and managed throughout the building's lifecycle, starting from conceptual design to 

construction and maintenance. To maximise productivity and efficiency in the construction 

industry, the technology of business information modelling (BIM) takes advantage of 

generated information throughout the facility's lifecycle to construct a consistent system. Choi, 

Lee, and Kim (2020) note that BIM technology is increasingly used quantitatively in 

engineering, construction, and architecture disciplines. However, to ensure quality 

improvement in BIM-designed projects, it is essential to develop a checking and evaluation 

procedure for the architectural design based on BIM. 
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Chapter 6  
Conclusion and Recommendations 

 

6.1 Conclusion 

 

      New Zealand is renowned for its tradition of building and renovating homes, with a vast 

number of refurbished old buildings. The country's building code has continuously evolved due 

to the changing climate and the residents' satisfaction. However, the health impacts of building 

performance and quality on occupants have often been overlooked. Therefore, this research 

analysed and demonstrated the differences between the two refurbished buildings. The study 

gathered data from two adjacent buildings located on the same property to understand how 

occupants' interaction and influence affect the buildings' real-time fluctuations. Internal 

environmental monitoring was carried out to gather tangible evidence about how the external 

and internal environment and resident comfort and satisfaction affect interior air quality, 

temperature, humidity, acoustics, and CO2 concentration that influence occupants' 

perception, comfort, and well-being. To analyse occupants' satisfaction and comfort, the 

research was designed to demonstrate the differences between two monitored buildings, 

318/320, located on the same property, in terms of performance, quality, and attributes. The 

research utilised Tether and other tools to collect real-time readings on the building's 

performance based on occupants. 

 

This study aims to gain a more profound understanding of the factors that impact occupant 

comfort and quality of life. By examining the interactions between human behaviour and 

internal and external environments, aim to identify the optimal conditions for habitation in 

inhabited spaces. Our findings provide valuable insights into the complex variables related to 

humidity and CO2 concentration that impact physical and mental well-being, including 

respiratory health. Furthermore, our systematic approach emphasises the importance of 

designing residential structures prioritising tenant happiness and well-being. 
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To understand the optimal performance of buildings, sensors were installed to collect data at 

various times of the week and year. The data collected from these sensors and subsequent 

analysis revealed valuable insights into the factors contributing to poor building quality, such 

as high air dampness, sources of moisture, gaps, or imperfections. This study provided 

advanced knowledge beyond basic information published by BRANZ and has the potential to 

help architects and builders improve building quality by addressing issues related to external 

moisture and insufficient insulation. 

 
Additionally, the research findings indicate that poor indoor air quality can negatively impact 

occupants' health. Qualitative analysis was conducted using Tether, HotDrop, and Personal 

Weather Station (PWS) data to gain further insights. The research also included survey analysis 

from four occupants to gather their perspectives and provide additional evidence regarding 

their satisfaction and comfort. The survey analysis aimed to understand better how occupants 

perceive and experience different air quality, humidity, and temperature conditions in 

occupied spaces. The data was collected using SurveyMonkey and sorted in Excel for testing 

purposes. The survey was conducted at various times to accommodate occupants' schedules 

and ensure accurate measurements and perspectives were obtained. 

 
The study conducted regression and correlation analyses using Microsoft Excel. The results 

showed that occupants' satisfaction was unaffected by humidity, temperature, or heat index. 

The P value exceeded 95% confidence internally, indicating that the test outcomes were 

insignificant. Similarly, the significance value for correlation was above 0.05, indicating an 

insignificant association between humidity, heat index, temperature, and occupant 

satisfaction. Survey responses also indicated that the heat index or humidity did not 

significantly affect health. Moreover, the study found an insignificant relationship between 

window air, satisfaction with lighting, and temperature. Therefore, the study concludes that 

obtaining higher occupant comfort or satisfaction is more challenging for some IEQ factors 

than others. 
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6.2.3 Recommendations for contractors, architects, and designers 

 
Several factors can influence occupant behaviours, including indoor environmental conditions, 

building characteristics, climate change, building systems and appliances, user-centred design, 

and building elements. However, previous research often needed to have considered other 

essential factors like physiological, psychological, social, and time-related elements that can 

significantly influence energy-driven occupant behaviours. To fully understand occupant 

energy concerns, examining all relevant and influential factors and parameters significantly 

connected to occupant comfort and satisfaction is crucial. Therefore, incorporating these 

factors into building design and energy efficiency techniques is essential. Real-time 

performance monitoring techniques, like Business Information Modelling (BIM), can also be 

valuable. Performing a scientific study with building occupants can identify key IAQ 

characteristics and variables that affect energy behaviours. 

 

6.2.4 Recommendations for consultants 

 
Tether and its team of consultants are committed to promoting healthy living, creating optimal 

working environments, and facilitating flexible learning. The government has proposed a 

solution through IoT in response to the pressing need for research on poor indoor air quality 

and stable environmental conditions in New Zealand. Tether has taken the lead in designing 

cutting-edge environmental monitoring solutions that accurately gauge indoor air quality and 

make recommendations for improvement based on their measurements (Tether, 2021). 

6.3 Critical challenges and limitations 

 
Although there were some technical limitations regarding sensor placement and obtaining 

consent from co-tenants, and limited time permission from participants, data collection for the 

study was conducted from August 4th to August 11th, 2022. In 2023, I experienced a significant 

health issue and had to relocate to a smaller space, which required rebuilding the office and 

recollecting all sensor instruments and data. I am grateful for the invaluable support and 

encouragement from my supervisor, Dr Eziaku Rasheed, who made this possible.  
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6.4 Future research work 

Further investigation is necessary, as this study segment reveals a substantial void within the 

construction sector and the modernisation or restoration of ageing residences in New Zealand. 

The primary objective is to focus on residential developments, prioritising occupants' welfare, 

comfort, and well-being. 

Here are some potential avenues for future research to enhance indoor air quality (IAQ) in 

residential buildings. These focus areas may serve as a springboard for future research 

initiatives to improve IAQ in newly built or renovated residential buildings. 

1. Ventilation Systems Optimisation:  

       Designing and optimising ventilation systems to enhance air circulation and reduce    

       indoor pollutants. 

2. Smart Sensors Integration:  

Investigate the integration of intelligent sensors for real-time monitoring of indoor air 

quality parameters and prompt feedback systems. 

3. Natural Ventilation Strategies:  

Study the effectiveness of natural ventilation methods like window placement, 

skylights, and building orientation for improved air quality. 

4. Air Filtration Innovation:  

Explore advanced air purification technologies and filters to effectively remove 

pollutants and allergens from indoor air. 

5. Material Selection Research:  

Research on selection of low-emission building materials to reduce the release of 

volatile organic compounds (VOCs) post-renovation.  

6. User-Cantered Design:  

Research on designing indoor environments that promote occupant well-being by 

considering their preferences, comfort levels, and individual needs. 

7. Biophilic Design Integration:  

Investigate incorporating biophilic elements such as natural light, indoor plants, and 

green spaces to enhance occupants' connection to nature and mental well-being. 

8. Psychological Impact Studies:  

Conduct studies to understand the psychological effects of indoor air quality on 

occupants and how it influences their satisfaction and productivity. 

9. Occupant Feedback Systems:  

Develop feedback mechanisms for occupants to provide input on air quality and 

comfort levels, enabling proactive adjustments for enhanced satisfaction. 

10. Health Monitoring Technologies:  

       Implementation of the health monitoring technologies to assess the impact of IAQ on     

       occupants' physical well-being and comfort. 
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Appendix B  

 

Satellite aerial view of the property and layout floor plans of the occupied and rented spaces 

at; 318 and 320 situated within the same property.   

 

 

Satellite aerial view - Buildings 318, and 320. 
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Appendix C 

 

 

Unit 318, Floor layout with a total space of 102 sqm approximately. 
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Placement of the sensors, building 318 
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Appendix D 

 

 

Detached house at 320, Floor layout with a total space of 95 sqm approximately.  
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13. What would you do to improve heating/cooling and ventilation in your house? 

- A better insulation 

- A better heating and insulation system 

- A new double-glazed window 

- A good insulated and sealed doors 

- A new house 

- All the answers above  

Any suggestions/questions? 
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6. Describe your house during this survey. 

- Airless 

- Airy 

- Hot 

- Quiet and peaceful 

- Cold 

- Muggy 

- Smelly 

- Dark and cold 

- Warm and cosy 

- Damp 

Any comments/questions? 

7. What would you prefer the internal temperature to be? 

- Cooler 

- No change 

- Warmer 

Any comments/questions? 

8. What would be your light preference? 

- Dimmer 

- No change 

- Brighter 

- Warmer light colour 

- Cooler light colour 

Any comments/questions? 

9. What would be your air preferences? 

- More airy 

- Fresher 

- Less airy 

- No change 

Any comments/questions? 

10. What clothes are you wearing? 

- Very light 

- Light 

- Medium 

- Warm clothing 

- Fully clothed 

Any comments/questions? 
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Appendix G 

 

Equipment notification and serial number 
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